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Lithiumpolymer Battery Packs for Model Aircraft and Helicopters
Congratulation on your purchase o he RAY Generation 3 line thiumpolymer batteries
LIPOBATTERY PROPERTIES
The nominal voltage of a single LiPo cellis 3.7 Y. The voltage in no case may rise over 4.2V (+1%) during the charge and decrease under 3.0
V during the discharge. 4 permanent damage of the battery will occur beyond these limits. Therefre you have to use only LiPo dedicated
chargers and electronic speed controllers (ESC). Failure to follow the correct charging and/or handling procedure, as well as a short con-
nection of battery leads may lead to overheating of the battery; the cells may be damaged by gases evolved due to the high temperature.
Inan extreme case a violent chemical reaction might be started inside the celsleading to explosion of the cell and fire. Although the Lipo
cells are safe when used in the correct manner, please always keep in mind the possible danger.
CHARGING THE RAY G3 LIPOS
Use LiPo dedicated charger only! The charger may not exceed the voltage 4.2 ¥ per cel during the charge. Do not use a charge rate higher
than 7, the recommended charge rate is 2-6 C. We recommend to use a balancer during every charge.
We recommend to use RAYTRONIC line chargers featuring sophisticated charging programs and built-in balancer. They also allow to check
the voltage of each single cell before the charging starts; finding the voltage of your batteries under 3.5-3.6 ¥ per cell means the batteries
are being overloaded and over discharged.
LiPo batteries do not require anyinitial forming; however, if you nten to use the charge rate 3C ar higher,the initial three charging cycles
should be performed ta rate not higher than 1C.
There s no need to discharge the LiPo batteries befare the charging - you can charge partly discharged pacs.
USING THE RAY G3 LIPOS
Use a dedicated LiPo electronic speed controller only! We highly recommend to use the Pelikan Daniel FOXY ESCs or the JETI products.
Please adopt the following rulein order to extend the lfetime of your batteries: | shall always land once | can note the power of the motor
is dropping due o the decrease ofthe flight pack voltage. I shall never try to drain the energy from my battery ,to the ast drop". It means
you will avoid to overloading of almost discharged batteries (under 20-25% residual capacity). Any LiPos are extremely sensible n this
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Lithiumpolymerové akumulatory pro modely letadel a vrtulnikd

lahopicjeme vim k zakoupen it ovych dtori RAY Generotion 3.

ZAKLADNI VLASTNOSTI LI-POLY CLANKU:
Jmenovité napétiLi-poly cinkuje 3,7 .V provozu nesmi v Zadném piipadé napéti ldnku piekroit 4,2V piinabijen a poklesnout pod 3Y
piivbijeni. Pekroceni téchto hodnot znamend s vysokou pravdépadobnosti nevratné poskazeni akumulitoru. 7 tohoto divodu je tieba
poutivat pro nabijeni specidin nabijece pro L-poly akumultory, stejné jako pouivatspecilnfregulitory, jeich ochranné obvody (PCO}
Zabrénivybitilankis pod bezpeénou mez. Nedadrzen spravného postupu prinabijens,stejné tieba jako Zkrat lénku, vede k preh
ua jeho poskozent vyvilenjmi plyny. V kiajnim piipadé mie dojit k nastartovani chemické reakce samovolné polracujic pi odpojent
nabijece. Mize doit k explozi clinku a k vzniku pozdru, nebot vystiiknutd ndpli lénku se na vzduchu sama vaniti. Adkolivjsou Li-poly
akumulitory pi spravném zachizeni bezpecn, toto nebezpedi nepodcerujte.

NABIJEN]LI-POLY AKUMULATORD
Pro nabijeni vidy pouivejte specidlni nabije¢ urcens pro Li-poly akumultory. Must bjt vybaven automatikou z2stujc, % nebude pre-
Kroceno maximalni povolené napéti 4.2 (+19) na canek, Akumulitory RAY G3 nenabijejte proudem vétSim neZ 2C, pro normaln provoz
doparuéujeme poivat proudy v rozmezi 1-2C*. Doparucujeme poutivat balancer pfi kazdeém nabijeni.
2ulg3te doporucujeme nabijece fady RAYTRONIC e sofistikovanjm nabijecimi programy a integrovanymi balancery. Umoziujitaké kon-
trolovat napétijednotlivjeh dlinkis jeSté ped zahdjenim nabijent; poku je napéti cankd nizsinez 3,5-3,6 V, znamend to, e je v provozu
pietédujeteanadméné vybijte
Oproti NiCd 2 NibH einkim nevyZadui Li-poly akumulitory tvodni formovani, ale hodlte-1i sady nabijet proudem vétsim ne 1, do-
porudujeme pro prvni i nabijec cyky nepekrotit proud 1C. Li-poly akumulatory také neni'tieba pred nabijenim vybijet — napF. mizete
nabijet akumultory vybité na 50%.

PROVOZLI-POLY AKUMULATORD
Pouivejte pouze elektronicke regulitory otécek
FOXY nebo vjrobky firmy JETI. Prozajisténi maximiin

sobené pro napsjeni 2 Li-poly akumuldtord. Doporuujeme nase reguldtory fady
votnostije dileité siosvoit tuto zésadu: Plstant akile pocitim, 2 sesniilvj-
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